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Existing WWTP

Operations
Building

V Building

N
BURNS\\MEDONNELL, 3



Future WWTP
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Existing WW Treatment Process
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Upgraded WW Treatment Process
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CDHPE Requirements

Inﬂuent SCreenlng SyStem DR-1 Screening Requirements

. £ (Section 5.2.1):
- 1—‘.-\ u

s TCapacity of s«
shall meet design peak hour
influent flow. A single
mechanically cleaned screen
and a bypass channel with a
manually cleaned screen may
be provided. o

s TOverfl ow or Db\
redundant flow channel,
capable of carrying the design
peak hour flow, shall occur
automatically if the primary
screen fails or becomes
overl oaded. o
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Upgraded WW Treatment Process
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CDPHE Requirements

Grlt Removal SyStem DR-1 Grit Requirements

(Section 5.4.1):

3 NGrit remov al f
fixed capacity shall meet
design peak hol

s TOverfl ow or Db\
redundant flow channel,
capable of carrying the design
peak hour flow, shall occur
automatically if the primary
screen fails or becomes
overl oaded. 0
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Upgraded WW Treatment Process
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CDPHE Requirements

Inﬂuent Pumplng DR-1 Influent Pumping

Requirements (Section 4.3.1):

s TNo | ess than :
shall be provi

s ATPump units shca
accommodate initial and future
operating condi

s TCapacity and |
flow rate control must be
provided to match flow capacity
design for downstream
treatment equipment and
processes. o0



